F 02/ROD/MAINT/AIEEE/2010//

____________________

____________________

____________________

____________________

Subject:- P&F False Ceiling  in Director (Special Exam) room in 3rd floor, D Block R.O. (Delhi) Building

Sir,


The CBSE intends to select a suitable agency for execution of false ceiling work at 3rd floor of R.O (Delhi) Building, Experienced agencies which have executed similar works in reputed organizations may apply on the prescribed format. Sealed quotation may be submitted latest by 13/12/2010 upto 2:00 PM and dropped in the tender box placed at reception counter R.O (Delhi) Building. The quotation shall be opened on the same day at 3:00 PM.

         Incomplete and conditional quotations shall be summarily rejected.

Yours faithfully,

(RAHUL TYAGI)

JUNIOR ENGINEER( CIVIL)
Terms and Conditions

1. The work should be executed as per CPWD specifications and as per directions of Engineer – In- Charge.

2. The Completion time Would be 15 days.

3. In case of delay, a penalty of 1% per week shall be levied.

4. The measurement shall be done jointly by the Contractor and JE(Civil).

5. All T&P shall be arranged by the contractor.

6. Hindrance Register Shall be maintained by JE at site.

7. Instructions given in Site Order Book would be followed immediately.

8. No running payment shall be considered only final bill would be paid within 30 days after submission of bill duly verified by the JE.

9. 5% of the bill shall be deducted as defect liability and shall be released after six months , provided there is no defect in the work.

10. 10% deviation in quantities would be permitted.

11. Extra-item if any would be paid on analyzed Market rates but the work must be executed with prior approval of Engineer – In- Charge.

12. In case of any dispute, the arbitrator shall be appoint by the Chairman and his decision shall be binding.

13. The material be used must be got approved from the Engineer – In- Charge before installation/ use.

(Signature of the Agency)

With complete address and seal

Add.____________________

__________________________

Tel.No____________________

Mobile No.__________________

Name of work:  providing false ceiling in Director (Special Exam) in 3rd floor D block of R.O. Delhi building.

	Sl.

no.
	  Description of work
	Qty.
	Unit
	Rate
	Amount

	 1
	 Providing and fixing at all heights false ceiling including providing and fixing of framework made of special sections power pressed from M/S/ sheet and galvanized  in accordance with zinc coating of grade 350 as per IS:277 and consisting of angle cleats of size 25 mm widex 1.6 mm thick with flanges of 22 mm and 37 mm at 1200 mm centres to centre one flange fixed to the ceiling with dash fastener 12.5mm diax40mm long with 6mm dia bolts to G.I. channcls45x15x0.9mm running at the rate of 1200mm centre to centre to which the ceiling section 0.5mm thick button wedge of 80mm with tapered flanges of 26mm each having clips of 1.5mm at 450mm centre to centre shall be fixed in a direction.

Perpendicular to G.I. channel with connecting clips made out of 2.64mm diax230mm long G.I. wire at every junction including fixing the gypsum board with ceiling section and perimeter channels 0.5mm thick 27mm high having flanges of 20mm and 30 mm long, the perimeter of ceiling fixed to wall/partition with the the help of raw plugs at 450mm centre to centre with 25mm long drive-all scews@230mm interval including jointing and fixing to aflush finish of tapered and square edges of the board with recommended filler, jointing tapes, finisher and two coats of primer suitable for board as per manufacturers specification and also including the cost of making opening for light fittings, grills, diffusers,  cutouts made with frame of perimeter channels suitably fixed all complete as per drawing and specifications and direction of Engineer-in-charge. But excluding the cost of painting with.

12.5mm thick tapered edge gypsum board conforming to IS:2095-part I
	75


	Sq-m
	
	

	2.
	Distempering with 1st quality acrylic washable distemper (ready mixed) of approved manufacturer and of required shade and colour complete.    as per manufacture’s specification.

Two or more coats on new work.
	150
	Sq-m
	
	

	3.
	Providing and fixing 2x36 rectangular/circular PHILIPS make including wiring as per site requirement.
	12
	Sq-m
	
	


